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State’s application, he shall publish 
notice of such findings together with a 
notice of proposed rule making, and 
then shall proceed in accordance with 5 
U.S.C. 553. If the Administrator’s find-
ing is that applicable water quality 
standards require a complete prohibi-
tion covering a more restricted or more 
expanded area than that applied for by 
the State, he shall state the reasons 
why his finding differs in scope from 
that requested in the State’s applica-
tion. 

(1) For the following waters the dis-
charge from a vessel of any sewage 
(whether treated or not) is completely 
prohibited pursuant to CWA section 
312(f)(4)(A): 

(i) Boundary Waters Canoe Area, for-
merly designated as the Superior, Lit-
tle Indian Sioux, and Caribou Roadless 
Areas, in the Superior National Forest, 
Minnesota, as described in 16 U.S.C. 
577–577d1. 

(ii) Waters of the State of Florida 
within the boundaries of the Florida 
Keys National Marine Sanctuary as de-
lineated on a map of the Sanctuary at 
http://www.fknms.nos.noaa.gov/. 

(c)(1) Prohibition pursuant to CWA sec-
tion 312(f)(4)(B): A State may make 
written application to the Adminis-
trator of the Environmental Protection 
Agency under section 312(f)(4)(B) of the 
Act for the issuance of a regulation es-
tablishing a drinking water intake no 
discharge zone which completely pro-
hibits discharge from a vessel of any 
sewage, whether treated or untreated, 
into that zone in particular waters, or 
portions thereof, within such State. 
Such application shall: 

(i) Identify and describe exactly and 
in detail the location of the drinking 
water supply intake(s) and the commu-
nity served by the intake(s), including 
average and maximum expected 
amounts of inflow; 

(ii) Specify and describe exactly and 
in detail, the waters, or portions there-
of, for which a complete prohibition is 
desired, and where appropriate, aver-
age, maximum and low flows in million 
gallons per day (MGD) or the metric 
equivalent; 

(iii) Include a map, either a USGS 
topographic quadrant map or a NOAA 
nautical chart, as applicable, clearly 
marking by latitude and longitude the 

waters or portions thereof to be des-
ignated a drinking water intake zone; 
and 

(iv) Include a statement of basis jus-
tifying the size of the requested drink-
ing water intake zone, for example, 
identifying areas of intensive boating 
activities. 

(2) If the Administrator finds that a 
complete prohibition is appropriate 
under this paragraph, he or she shall 
publish notice of such finding together 
with a notice of proposed rulemaking, 
and then shall proceed in accordance 
with 5 U.S.C. 553. If the Administra-
tor’s finding is that a complete prohibi-
tion covering a more restricted or more 
expanded area than that applied for by 
the State is appropriate, he or she shall 
also include a statement of the reasons 
why the finding differs in scope from 
that requested in the State’s applica-
tion. 

(3) If the Administrator finds that a 
complete prohibition is inappropriate 
under this paragraph, he or she shall 
deny the application and state the rea-
sons for such denial. 

(4) For the following waters the dis-
charge from a vessel of any sewage, 
whether treated or not, is completely 
prohibited pursuant to CWA section 
312(f)(4)(B): 

(i) Two portions of the Hudson River 
in New York State, the first is bounded 
by an east-west line through the most 
northern confluence of the Mohawk 
River which will be designated by the 
Troy-Waterford Bridge (126th Street 
Bridge) on the south and Lock 2 on the 
north, and the second of which is 
bounded on the north by the southern 
end of Houghtaling Island and on the 
south by a line between the Village of 
Roseton on the western shore and Low 
Point on the eastern shore in the vicin-
ity of Chelsea, as described in Items 2 
and 3 of 6 NYCRR Part 858.4. 

(ii) [Reserved] 

[41 FR 4453, Jan. 29, 1976, as amended at 42 
FR 43837, Aug. 31, 1977; 60 FR 63945, Dec. 13, 
1995; 63 FR 1320, Jan. 8, 1998; 67 FR 35743, May 
21, 2002] 

§ 140.5 Analytical procedures. 

In determining the composition and 
quality of effluent discharge from ma-
rine sanitation devices, the procedures 
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contained in 40 CFR part 136, ‘‘Guide-
lines Establishing Test Procedures for 
the Analysis of Pollutants,’’ or subse-
quent revisions or amendments there-
to, shall be employed. 

PART 141—NATIONAL PRIMARY 
DRINKING WATER REGULATIONS 

Subpart A—General 

Sec. 
141.1 Applicability. 
141.2 Definitions. 
141.3 Coverage. 
141.4 Variances and exemptions. 
141.5 Siting requirements. 
141.6 Effective dates. 

Subpart B—Maximum Contaminant Levels 

141.11 Maximum contaminant levels for in-
organic chemicals. 

141.12 Maximum contaminant levels for 
total trihalomethanes. 

141.13 Maximum contaminant levels for tur-
bidity. 

Subpart C—Monitoring and Analytical 
Requirements 

141.21 Coliform sampling. 
141.22 Turbidity sampling and analytical re-

quirements. 
141.23 Inorganic chemical sampling and ana-

lytical requirements. 
141.24 Organic chemicals, sampling and ana-

lytical requirements. 
141.25 Analytical methods for radioactivity. 
141.26 Monitoring frequency and compliance 

requirements for radionuclides in com-
munity water systems 

141.27 Alternate analytical techniques. 
141.28 Certified laboratories. 
141.29 Monitoring of consecutive public 

water systems. 
141.30 Total trihalomethanes sampling, ana-

lytical and other requirements. 

Subpart D—Reporting and Recordkeeping 

141.31 Reporting requirements. 
141.32 Public notification. 
141.33 Record maintenance. 
141.34 [Reserved] 
141.35 Reporting of unregulated contami-

nant monitoring results. 

Subpart E—Special Regulations, Including 
Monitoring Regulations and Prohibition 
on Lead Use 

141.40 Monitoring requirements for unregu-
lated contaminants. 

141.41 Special monitoring for sodium. 

141.42 Special monitoring for corrosivity 
characteristics. 

141.43 Prohibition on use of lead pipes, sol-
der, and flux. 

Subpart F—Maximum Contaminant Level 
Goals and Maximum Residual Dis-
infectant Level Goals 

141.50 Maximum contaminant level goals 
for organic contaminants. 

141.51 Maximum contaminant level goals 
for inorganic contaminants. 

141.52 Maximum contaminant level goals 
for microbiological contaminants. 

141.53 Maximum contaminant level goals 
for disinfection byproducts. 

141.54 Maximum residual disinfectant level 
goals for disinfectants. 

141.55 Maximum contaminant level goals 
for radionuclides. 

Subpart G—National Primary Drinking 
Water Regulations: Maximum Con-
taminant Levels and Maximum Resid-
ual Disinfectant Levels 

141.60 Effective dates. 
141.61 Maximum contaminant levels for or-

ganic contaminants. 
141.62 Maximum contaminant levels for in-

organic contaminants. 
141.63 Maximum contaminant levels (MCLs) 

for microbiological contaminants. 
141.64 Maximum contaminant levels for dis-

infection byproducts. 
141.65 Maximum residual disinfectant lev-

els. 
141.66 Maximum contaminant levels for 

radionuclides. 

Subpart H—Filtration and Disinfection 

141.70 General requirements. 
141.71 Criteria for avoiding filtration. 
141.72 Disinfection. 
141.73 Filtration. 
141.74 Analytical and monitoring require-

ments. 
141.75 Reporting and recordkeeping require-

ments. 
141.76 Recycle provisions. 

Subpart I—Control of Lead and Copper 

141.80 General requirements. 
141.81 Applicability of corrosion control 

treatment steps to small, medium-size 
and large water systems. 

141.82 Description of corrosion control 
treatment requirements. 

141.83 Source water treatment require-
ments. 

141.84 Lead service line replacement re-
quirements. 

141.85 Public education and supplemental 
monitoring requirements. 
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